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COLOR

Capture the whole picture

e Color scanning captures the
whole picture of an object,
not just the geometry

e Automatic, fully accurate
texture mapping

e Adjustable and uniform
texture resolution

¢ Dual scanning mode —
color and monochrome in
every scan

e Perfect for product design,
cultural heritage, anthropology,
archeology and art applications

FAST

Capture an entire object in one
continuous scan

® Plug and play setup

e Scan without stopping to
reposition and recalibrate

e Continuous scan eliminates the
need to post process multiple
scans

e Connects to a laptop via a single
FireWire cable

e Includes ZScan™ software that
automatically produces an .STL

file for output to a 3D printer ora

software package of your choice

PRODUCT ADVANTAGES

ACCURATE

High validity data capture enables
high quality analyses

e Technology is based on a surface
optimization algorithm

e Scan is refined the more an
object is scanned (no need to
worry about point clouds)

© 7ZScan software provides multi-
resolution scans on a single
object

EASY TO USE

Captures virtually any object from
any angle

® Object-based reference coordi-
nate system allows objects to
be moved in mid-scan

® Real-time surfacing shows
progress as you go, revealing
hidden spots and ensuring a
complete scan

VERSATILE

Take the ZScanner 700 CX
anywhere

¢ Portable and lightweight;
sets up in minutes

e Self positioning, no need for
bulky mechanical arms, fixed
position tripods or external
positioning devices

e |deal for product design, digital
archiving, animation, packaging,
medical orthosis, and education
applications

AFFORDABLE

Low investment and maintenance
costs

* No need to purchase expensive
CMMs or portable arms

e High reliability reduces
downtime

e Low implementation costs
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TECHNICAL SPECIFICATIONS

WEIGHT 1.3 kilograms (2.85 Ibs)
DIMENSIONS 172 X 260 X 216 mm
(6.75 x10.2 x 8.5 inches)
MEASUREMENT 18,000 measures/s
LASER CLASS I (eye safe)
RESOLUTION o.1mmin Z(0.004 inchesin Z)
XY ACCURACY Up to 50 microns
(Up to 0.002 inches)
ISO 20 gym + 0.2 L/1000
TEXTURE RESOLUTION 50 to 250 DPI
(user-configurable)
TEXTURE COLOR 24 bits, sRGB-calibrated
DEPTH OF FIELD 30 c¢m (12 inches)

OUTPUT FILES

.DAE, .FBX, .MA, .0BJ, .PLY, .STL,

TXT, \WRL, .X3D, .X3DZ, .ZPR

INCLUDED
ACCESSORIES

ZScan software, FireWire data
transfer cable, calibration plate
validation, carry-on case,
ergonomic support

WORLDWIDE HEADQUARTERS
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