
pHotograMMetrIc
accuracy

High validity data capture enables
high quality analyses

• consistent, high data accuracy
for large parts of any shape in
any location

• built-in aIcon™ photogrammetry
software provides photogram-
metric processing; control
software for post-processing and
reporting; automatic calibration;
automatic referencing; adapter
correction and feature
measurement

• prevents exponential error
accumulation

• technology is based on a surface
optimization algorithm

• scan is optimized the more an
object is scanned; no need to
worry about point clouds

• Zscan™ software enables multi-
resolution scans on a single
object

• perfect for reverse engineering
and inspection applications

portabLe

Take the ZScanner 700 PX
anywhere

• portable and lightweight; sets up
in minutes

• self positioning, no need for
bulky mechanical arms, fixed
position tripods or external
positioning devices

• Ideal for 3d archiving,
complex shape acquisition,
measurements archiving,
damage assessment, digital
models and mock ups, rapid
prototyping

fast

Capture an entire, large object in
one continuous scan

• unlimited working volume
provides quick and easy
measuring process

• eliminates multiple setups

• plug-and-play setup

• continuous scan eliminates the
need to post process multiple
scans

• connects to a laptop via a single
fireWire cable

• Includes Zscan software that
automatically produces an .stL
file for output to a 3d printer or a
software package of your choice

easy to use

Captures virtually any object from
any angle

• automatically, simultaneously
stores and processes scanning
and photogrammetric data

• eliminates external post
alignment

• decimate triangles slider
enables higher resolution while
maintaining large triangles on
flat surfaces for smaller .stL files

• object-based reference
coordinate system allows
objects to be moved in mid-scan

• real-time surfacing shows
progress as you go, revealing
hidden spots and ensuring a
complete scan

affordabLe

Low investment and maintenance
costs

• no need to purchase expensive
cMMs or portable arms

• High reliability reduces
downtime

• Low implementation costs

the Zscanner® 700 pX, the world’s only handheld laser scanner with large-scale photogrammetry,
combines the portability and easy plug-and-play setup of the award-winning Zscanner 700 platform
with built-in photogrammetric accuracy, for up to eight times greater accuracy when scanning very
large parts such as automobiles, trains and aircraft.
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WeIgHt 1.27 kilograms (2.80 lbs)

dIMensIons 172 x 260 x 216 mm
(6.75 x 10.2 x 8.5 inches)

MeasureMent 18,000 measures/s

Laser cLass II (eye safe)

resoLutIon 0.1 mm in XyZ (0.004 inches in XyZ)

Xy accuracy up to 50 microns
(up to 0.002 inches)

Iso 20 µm + 25 µm/m

deptH of fIeLd 30 cm (12 inches)

output fILes .dae, .fbX, .Ma, .obJ, .pLy, .stL,
.tXt, .WrL, .X3d, .X3dZ, .Zpr

IncLuded Zscan software, fireWire data
accessorIes transfer cable, calibration plate

validation, carry-on case,
ergonomic support

tecHnIcaL specIfIcatIons


